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THE RESIDUAL STRENGTH OF A SHIP
AFTER AN INTERNAL EXPLOSION

by
STEPHEN WILLIAM SURKO

Submitted to the Department of Ocean Engineering
in partial fulfillment of the requirements
for the degrees of Master of Science in
Naval Architecture and Marine Engineering
and Mechanical Engineering

n internal airblast from a missile explosion produces tearing,
holing, and dishing of a ships’' structural plating.

In order to analyze the residual strength of a ship after an
internal explosion, a typical ship compartment was considered to be
composed of flat square plates subjected to uniaxial compression, and
the damage effects were examined independently. The holing was
considered to be a centrally located circle, Plastic limit I2ad
analysis of a flat plate indicates that ultimate strength decreases in
proportion to increasing hole size. Elastic-plastic analysis indicates
that ultimate strength is little affectoed by hole size until the holing
reaches half the plate width, and is essentially equal to the ultimate
load described by the effective width concept. An extension of the
concept of small imperfections to dished plates suggests that the
ultimate strength is reduced by roughly 10 percent from that of a flat
plate. The extensionsl collapse mode analysis describes folding and
strength beyond peak load,; Fully plastic crack propagation was
examined, but its limiting effect can not be precisely described.

A small program of experimentation was developed to gain
qualitative insights into the interaction and cumulative effect of the
various damage modes. Seven mild steel boxes were constructed of four
square side plates with length-to-thickness ratios of 90 and two
stiffened end plates to model different damage effects The
experimental results indicate that the plastic limit load do ot
define the peak load of slender plates. Increased hole size appears
decrease ultimate strength gradually. Dishing on the order of 5 to 15
plate thicknesses reduces ultimate strength by roughly 15 f£o 35 percent..
The mean crushing load allows damaged structural plating to gontipue to
support loading on the order of 5 to 10 parcent of the tensile yield
load. Although crack growth was not a factor during testing, it could
be important in shipboard structural plating which is relstively thinner
and harder than the tested specimens.

THESIS SUPERVISOR: Tomasz Wierzbicki, Professor of Applied Mechanics

THESIS ADVISOR: Frank MecClintock, Professor of Mechanical Engineering
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HOTATION

Most notation will be specifically defined where it is first
introduced. The fcllowing table will serve as a reference guide. Where
more than one meaning has been assigned to a symbol, the correct use
. will be obvious from the text or explicitly defined.

' A Cross-sectional area, crack area
a Length of plate
_ b Width of plate
. b..b" Effective width of unperforated plate, corrected
effactive width for holed plate
c Coefflcient of deflection function
c Diameter of hole
e Width of tensile region in unperforated plate
D Plate flexural rigidity = Et®/ [12(1 - v?))
Material constant

- E Young's modulus
. F Airy stress function
H Half-width of the folding zone

Kinetic energy

Plate thickness

Impulse

Plate buckling coefficient
Wavelength parameter

Z
»

-1
«

Stress resultants (membrane)

«

Matarial constant

T 4@
S313.,Z2 8 X » o

Unit stress resultants
Load
Critical load of unperforated plate

orit
Compressive load removed by hole

-2

RL 3

Mean crushing load
Tensile yleld load (squash load)

Generalized strass, strain

L]

0
R o .0 o W W W oW

Fracture toughness (essential work of fracture)
Coordinate, radius of circular plate & tube
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Velocity

Work (plastic, crack propagation)

Central deflaction, £inal central deflection
Structural coordinates

Flow strength

Johnson's damags number

Slenderness ratio

Extensional atrain

Plane strain components

Average hoop strain

Effective strain

Total plastic work per unit volume

Edge displacement parameter, deflection modeshape
Elastic strain energy (residual)

Reference slanderness for plate buckling
Poisson's ratio

Material density

Normal stress

Plane stress components

Critical stress

Flow stress (damage stress)

Yield strength

Effective stress

Modifiod damage number, circular & quadrangular plates
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1. INTRODUCTION

1.1 Ihe Antiship Missile Ihreat

Modern naval wvarships must be built to survive and operate in a
multiple hostlile threat environment. In addition to facing heavy seas
and storms, a warship may be subjected to attack by a variety of weapons
such as torpedoes, mines, gunfire, bombs, and missiles (Figure 1.1),
Some of the more common and lethal weapons are antiship missiles
equipped with semi-armor piercing warheads with small, high explosive
(HE) payloads. Such antiship missiles first penetrate a ship’s outer
structure and then, by a delayed-fuze mechanism, detonate within the
confines of the superstructure or hull to cause damags to the structure
and internal systems [l]). The purpose of this paper is to analyzs the
structural ability of a destroyer-sized warship to withstand the effect
of explosive loading associated with a missile attack,

The various antiship missiles produced by different nations all
have similar components. A typical antiship missile has a propulsion
soction (multi-stage solid fuel and/or a turbojet engine plus a booster
for surface/submarine launch), fuel tank, guidance system, and a warhead
enclosed in an aerodynamic cylinder. Small antiship missiles are widely
produced and exported throughout the world. Their sizes range from the
now infamous 17 foot French EXOCET with a 200 pound warhead down to the
10 foot Norwegian PENGUIN with a 264 pound warhead. Most antiship
missiles attack their targets with a sea skimming trajectory which make
them difficult to detect and track.

Modern antiship missiles’ blast and fragmentation warheads are

little more sophisticated than the free-fall bombs used against ships

12
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since the start of World War Two. The effect of aerial bombs and
kamikaze aircraft attacks on destroyers during World War Two illustrates
the type and extent of damage produced by such weapons. A direct hit of
an aerial bomb causes damage to the above-water and underwater sections
of the hull (sometimes with a breakoff of an extremity), fragmentation
damage to exposed stations and superstructures, flooding of compartments
producing a change in draft, and the outbreak of fires. The main
propulsion spaces, electrical equipment, and the ship guns could be put
out of action as a result of a high explosive's blast and fragmentation
damage. Aerial bomb explosions put destroyers out of action basically
because of damage to guns and technical equipment (about 50 percent of
the cases, of which almost 25 percent wers due to shock vibrations) and
because of loss of watertight integrity (35 percent), Fires and
explosions and destruction of the overall strength of the hull of the
ship had less significance. The explosive action of kamikaze aircraft
most often caused destroyers to lose mission capability rather than to
sink {2]. Of 30 U.S. destroyers sunk during World War Two due to
gunfire, bomb or Lkamikaze attack, only six resulted from loss of
structural integrity of the hull (Figures 1.2, 1.3) (3).

Significant ship structural damage due to weapons effects has been
scant since World War Two and has generally not been as well documented
[3]. During the recent Falklands Conflict, however, the British Royal
Navy faced a multiple hostile threat environment. HMS Ardent, a 3250
ton frigate suffered four aerial bomb hits before it was "mission
killed" and required three more hits before it sank. HMS Antelope,
sister ship of HMS Ardent, sank after one 500 1lb. bomb exploded and

started an uncontrollable fire that caused several secondary explosions.
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HMS Sheffield was hit by an EXOCET antiship missile which failed to
explode, but which penetrated and ignited the ship's main fuel supply
tank with its still burning rocket fuel, The ensuing fire and smoke was
uncontrollable. The 15,000 ton roll-on/roll-off container ship Atlantic
Convevor was also lost due to a single EXOCET missile hit which produced

uncontrollable fires [4].

1.2 Modarp I.S. Navy ¥Warship Design

United States warship structures have always been implicitly
designed with survivability in mind. Incorporating lessons learned from
World War Two into such design practice as crack arrestors, requiring
gradual transitions, using continuous welds, providing hull girders with
a2 1.0 ton per square inch reserve primary strength and limiting design
primary stress throughout the structure, has produced more survivable
warship designs. David W. Taylor Research and Developmenc Center has
been developing material fracture control technologv, Strict
fabrication requirements minimize the deletarious effects of poor
structural detailing, failed welds, ctress concentrations, etec. in high
intensity dynamic pressure environmonts and also contribute to the
survivability of the warshlp (3]. Current techniques for predicting
weapon effects on structures are, however, limited. To simplify the
determination of residual strength after an attack, the Naval Sea
Systems Command considera all damaged structure to be "in;éfectivu" 131,

Small, unarmored, warships such as destroyers are likely to suffer
local structural failure from the initial explosion and be faced with
spreading fire causing further damage and secondary explosions. The

large amount of flammable material on modern warships make them more
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susceptible to fire damage than World War 7Two warships. One of the
lessons learned from the Falklands Conflict, and further emphasized in
the Persian Gulf, was that aluminum structures failed because of the
intense heat produced by fires. Although steel structures may be
weakened or distorted by shipboard fires on the order of 1800°F to
2000°F. aluminum structures will rapidly sag and melt at such
temperatures [5]. Since World War Two, small warships were built with
aluminum superstructures to reduce topside weight and assoclated costs.
The U. S. Navy's new DDG-51 Arleigh Burke Class destroyer incorporates
improved design practices, all steel construction, and damage control
features such as shock mounted and blast hardened structures and
equipment along with redundant firefighting capabilities. Such wnfohipl
can undoubtably survive the secondary effects of missile damage better
than the the destroyers of World War Two or the British warships in the
Falklands Conflict.

Contemporary tactical doctrine calls for coordinated saturation
attacks by antiship missiles to overcome a warship’s active defenses and
snsure sevaeral missile hits [4]. Even with severe battle damags, a
hardened structure provides a warship with a "kesp afloat" capability.
To improve this passive defense capability against the growing antiship
miagsile threat it is important to understand how a warship’s structural
plating is affected by the damage produced by an internal explosion.
The capacity of a warship'’'s structure to absorb and contain missile hits

is vital to its ability to survive and operate in a hostile environment.

1.3 Local Damage Effects and Method of Analysis

An internal airblast from a missile explosion imparts reverberating

15




high-intensity pressure pulses againat ship structural plating. The HE
detonation produces gasses with a temperature on the order of 5500°F and
pressure reaching 750,000 psi. The total impulse is a function of
missile momentum and explosive energy. After passage and decay of the
initial shock wave, confinement of the explosion gases leads to a
pressure loading with a typical duration on the order of several
seconds [6].

Structural damage is caused by a combination of (1) holing of
internal structural plating, (2) blast overpressure within confined
spaces, (3) fragmants from warhead break-up, (4) fragmentation/spalling
of interior bulkheads and decks, and (5) £fire ([1). These modes of
failure interact and may cause structural collapse of a local or global
character, The effect of fragmentation on structural integrity is
generally insignificant and is not evaluated. The subsequent effect of
heat and fires produced by missile damage on structural integrity has
besn analyzed by Hiddemen [7]. The structural effects of supporting
stiffeners (girders, beams, etc.) have been examined by Faulkner (8] and
others. This paper is specifically concerned with the rssidual strength
in a ship’'s structural plating which has suffered an internal airblast.

The dynamic interaction of damage effects within a complex ship
structure is not well undcrltood.. In order to analyze this situation, a
typical warship compartment structure is considered to be composed of
flat square plates subjected to quasi-static uniaxial loading, and th;
damage effects are examined independently. Structural damage consists
of some combination of tearing, holing, and deflection.

The extent of holing caused by the missile explosion is based upon

U.S. Navy experiences [l]. - Holing 1is caused by the high




velocity gradients across the plate surface (due to localized pressures
loading) [6]. Robarts and Azizian [9) have shown analytically and
experimentally that hole shape has little effect on structural strength,
As a reasonable simplification, therefore, the holing is considered to
be a centrally located circle.

As an initial approximation of residual strength after damage, a
plastic limit load analysis and elastic-plastic buckling analysis are
developed for a flat plate with a circular hole. The dishing of a flat
plate under impulsive loading is examined to determine the relationship
between lateral deflection and blast overpressure, The residual
strength of a dished plate is examined by an extension of the roncept of
initial imperfections and by the raecently developed sxtensional collapse
mode analysis. The limiting offsct of mixed mode crack propagation upon
residual strength is then examined. This progressive analytic approach.
is presented in Figure 1.4,

A modest program of experimentation is conducted to determine the
relationship between deflection, holing, crack propagation and residual
strength. An analysis is then made of the residual strength in a modern
U.S. Navy destroyer (DDG-051 Arleigh Burke Class) hit by one antiship

missile amidships.
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Figure 1.1: Categorization of naval antiship weapons (3] *
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Figure 1.2: Diagram of battle damage to USS Brownson (DD-518) which
sank due to loss of structural integrity (3]
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Figure 1.4
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Analysis of battle damage.

DATR/ DAMAGE MANNER OF
SHIP PLACE SOURCE SINKING DAMAGE
* |

simMs §/1/2 2 BOMB HITS; | JACK-KNIFED
{DD408) 1 NEAR MISS. | AND SANK \ X

BY STERN EA N A e
2100 TONS | CORAL WITHIN
STANDARD SEA W MINUTES,
BROWNSON | 12/28/43 2 BOMB HITS; | JACK-KNIFED
(cosW) 1 NEAR MISS. | AND SANK \

80DILY b
2300 TONS NEW WITHIN
STANDARD | BRITAIN 1 MINUTES.
BUSH 4/6/48 CRASH BY JACK-KNIFRD
(DD529) 3 sVICIDE AND SANK

PLANES, 2 B0DIY ’

2100 TONS | OKINAWA | WITH BOMBS. | WITHIN .&
STANDARD 1% MINUTES

OF FINAL HIT.

Figure 1.3: Summary of battle damage to several World War Two U. S.

destroyers which sank due to loss of structural integrity [3)

/
s e / l
(a) (e)
(v (d)

(a) Real damags (b) Uniaxial

compressive loading of a flat plate with a central circular hole (c¢)
Uniaxial compressive loading of a dished plate (d) Uniaxial compressive
loading of a dished plate with central circular hole and initial cracks

'Y 19

- WL 8 ¥ I ] P g e Tt Yt AW b sl




fil"\ 2. PLASTIC LIMIT LOAD OF A FLAT PLATE

2.1 Intxoduction

Shipboard structural members such as bulkheads and decks can be

modeled as thin plane sheets of homogeneous material. Such a structural

i;; member is often acted upon by forces in its plane which are much larger

é}; than the normal and shearing forces acting on its plane. If the sheet

. lies in the x-y plane, the non-vanishing stress and strain componontll

are o__, Tyt Ty and Cox’ Cyy’ Sxy respectively. The loads which cause

plastic collapse (yield failure) in a structurs can be analytically
T describad through tha use of lower and upper bound theorems,

Structural damage consists of some combination of tearing, holing,
and deflection. The compliance of a ship generally imposes a uniform
displacement (which some authors describe as constant strain) boundary
ol condition on the loaded edges. A rough upper bound limit load analysis
of the effects of fully plastic fracture in a dished plate with a
central circular hole is presented in Chapter 6. As an initial analysis
of the effects of damage, however, a plastic limit load analysis of a
flat plate with a central circular hole subjected to uniaxial

compressive loading is presented heres.

2.2 Physical Basis of Plasticity

Plastic deformation occurs when a structure expariences loads which
produce stresses above the yfeld strength. The stress-strain curve for
mild steel, shown in Figure 2.1, i{llustrates actual versus perfectly

plastic deformation. Microscopically, plastic deformation consists

primarily of shear relative to crystallographic slip-planes, with no
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volume change. Three conseaquences of the micromechanics carry through
to macromechanics: (1) incompressibility, (2) current stress 1s related
to the increment of strain, not to the total strain as {s the case with
elasticity, and (3) the assoclated flow rule, A continuum theory of
plasticity can only be applied to relatively large regions as compared
with the mean free path of dislocations and the grain size (0.001 to
0.lmm), or perhaps to coharent slip banda.

There is a relation between the yield locus, which determines the
state of stress at vwhich plastic flow can oceur, and the aquations
relating stress and strain increment for the subsequent plastic flow,
The associated flow law establishes a one-to-one correspondencs between
the state of stress and strain rate if the yield locus is smooth with a
finite curvature at each point, It has been shown to hold not only at
the microscopic level but for forces and moments on structures as a
whole. Once the yleld strength has been reached, the current state 6!
stresa determines the ratios between the strain increments but does not
define the strain. A hole in a tensile structure under plastic loading
will, for non-hardening plasticity, localize the strain in a narrow band
and that band will extend all tha way to the nearest boundary of the

part [10].

2.3 Limit Load Analysis

As a structure experiences pgeneral plastic deformation, 1its
load-deflection curve becomes nearly horizontal. The limit load is the
horizontal limit approached by the load-deformation curve. Although it
can be very difficult to analytically determine the linit load of a

structure, 1t is comparatively simple to determine upper and lower
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bounds to the limit load.

According to the lower bound theorem, any load which is in
equilibrium with a stress field such that the yleld condition is not
violated and the equilibrium equations are satisfied is a lower bound on

the collapse load., The equations of equilibrium for plane stress are:

8o do do de
s ag —r s XL a0 . 2.1)
ax oy ax dy

There are several ways to express the yield condition., Hodge [ll] used

the Tresca yleld c¢riterion which can be sxpressed as:

max[ +¢//ta*' i 0”] + o
2 xy
2/[35_:_"21]3+ olﬁ ] £ ¢ (2.2a)
2 xy Y *

and Gordon and MoCrum [12) performed a limit load analysis using the

o._+0
xx Yy
2

Mises yleld criterion which can be expressed as:

7 —
V//'% [ [a’:- a,,] + a:l+ a:y ] + 30:, < o, (2.2b)

where ay is the material yleld strength. In constructing lower bounds,

it 1is frequently useful to consider discontinuous stress fields across a
plane with normal n and in-plane coordinates s,t. Then the coﬁponontl
acting across the surface o ,0 ,0 must be continuous for
nn ne nt .
equilibrium, while the in-plane components %' %a %0 naed not be,
An upper bound on the limit load can be found by considering any
incompressible velocity £ield which satisfies all wvelocity boundary

conditions. It is frequently useful to consider discontinuous valocity

fields when evaluating upper bounds, which is perminsible as long as the
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work associated with such a discontinuity is accounted for, The yleld
locus is a contour of constant value of the flow function which
characterizes the yield condition. Analysis of thes yisld hexagon
reveals that the internal energy is the product of the yield stress by
the absolutely largest of the three principal atrain rates. Any load
which produces an external energy rate in excess of this value is an
upper bound on the limit load. For the case cf uniform traction (which
some authors describe as constant stress), the upper bound to the limit
load P+ can be expressed as:

]
pt o 8V (2.3a)

(a/a)fsu® da

where A is the gross cross-sectional area, WP 1s the increment of
plastic work, and §u® is the increment of deflection along the line of
loading. For the case of uniform displacement, the upper bound to the
limit load can be simplified as:

P
pt e S (2.3b)

su?

2.4 PRlastic Limit Load of a Holad Plate

The limit load of a flat square plats with a central circular hols,
subjected to uniaxial compressive loading, can be determined within
reasonable upper and lower bounds. Hodge [l1] analyzed ths tensile
limit load of a flat square plate with a central circular hole, simply
supported edges, and uniform traction boundary conditions, Figures
2.2a,b,c demonstrate that similar but orthogonal compressive or tensile
loads will produce the same rigid-plastic failure. Thia can also be

demonstrated mathematically by changing cthe signs of loading and
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associated deflection in Eqs. 2.2 and 2.3, The rate of external work
required to produce similar deflections ia the same for both compressive
and tensile loads.

Hodge constructed a kinematically admissible velocity £field by
considering a sliding of the slab out of its plane along a plane through
the axis of symmetry. From the Tresca yield criterion, an upper bound
P'on the limit load of a flat plate of width b and with a central

circular hole of diameter ¢ is:

* [
P =P (1-g) (2.4)
where P, is the tensile yield load defined as:

Pr -0, A . (2.5)

For reasonably large values of % , howaver, a better upper bound value
must be based upon the bending model, utilizing the concept of a plastic
hinge., 1If E is almost 1, then the holed plate could sasily collapse by
means of yleld hinges at its four narrowest points. The yileld-hinge
concept can be used as & guide to obtain a reasonable velocity field,

Thoe upper bound limit load for % < % < 1 thus bscomes:

M YL (2.6)
A lower bound for this problem was obhtained by considering the
discontinuous stress fileld shown in Figure 2.3, The lower bSound limit
load for 0 < § < 0.443 is:

P = b a - c/bei(l - & (2.7)

where £ is a distance parameter chosen to reflect a discontinuous stress

field for maximuum P°. For larger size holes, with 0.443 < E <1, the
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lower bound limit load is:

2
- & =S . (2.8)

The upper and lower bounds are combined in Figure 2.4 to describe
the plate failure 1loading for different size holes with uniform
traction. The uppsr and lower bounds derived by Gaydon and McCrum (12]
using the Mises criterion, presented in Figure 2.5, are very similar to
those derived by Hodge. Gaydon [13] also performed a biaxial limit load
analysis of this case with roughly similar results.

For uniform displacement of the loaded edges, which more clossly
approximates shipboard structural boundary oconditions, 1limit 1load
analysis with Tresca criterion turns out to provide an exact solution,
The upper bound displacement field is described by two 45 degree
sections across the mid-plane, as shown in Figure 2.6. The lower bound
is described by the constant stress regions outside the central hole, as
also shown in Figure 2.6. The lower and upper bounds coincide to define

the limit load:

Pap [1 . §] . (2.9)

This simple linear relationship, which corresponds to the upper bound
for small holes, is depicted on Figure 2.4 along with the uniform
traction upper and lower bounds. Figure 2.4 suggests that shipboard
compliance, which restricts non-uniform displacement of structural
plating, improves the strength charactnrilticl of the plating.

A separate method of determining collapse load consists of simply
svaluating the stress experienced by the net plate structure at the
mid-plane and comparing it to the vield strength for the material.

Stress concentration effects, in general, apply only to elastic behavior
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and are not considered in this approach. 1In the case of 2 flat plate
with a circular hole, the stress experienced in the remaining structure
is increased and the uniaxial load required for yield is correspondingly

decreased as:
c
P= Py [1 - 5] . (2.10)

This simple "engineering" approximation is identical to the uniform
displacement limit load.

The limit load theorems are based on current geometry, Structural
deformations may significantly influence tha boundary conditions and
equations of equilibrium, producing discrepancies between the actual
limit load and that based on the original shape. Ductile structural
materials may not bahave in a perfectly plastic manner. ZIhin plates, in
particular, can experience considerable deformation in the elastic range
which distorts thsa structure from the assumed plane shape prior to
plastic collapse ([1l4]. Despite these limitations, Iif elastic-plastic
buckling has not occurred, plastic limit load analysis provides a

reasonable first look at the effects of holing.
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Figure 2.1: Graph of typical stress versus strain for mild steel [11]
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Figure 2.2: Square plate with a circular hole. (a) Tensile load (b)
Compressive load (c) Uniform traction hinge type mode of collapse [11]
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Figure 2.4: Graph of bounds for a square plate with a central circular
hole using Tresca criterion [11]
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3. ELASTIC-PLASTIC BUCKLING AND POST-BUCKLING ANALYSIS

3.1 Intxeduction
Elastic-plastic buckling is a typical failure pattern of thin flat

plates under in-plane compressive loading. The ultimate strength of
structural members defines their ability to continue providing support
after suffering damage, and is reached after compressive loading has
caused stresses adbove the yleld strength. The effective width concept
for wunperforated flat plates describes the 1limiting effect of
slenderness upon ultimate strength. The buckling of flat plates
weakened by circular holes has been falirly extensively studied
theoretically and experimentally. Kurshin and Matveev ([15] made a
comparative analysis of five theoretical and three experimental studies
of the stability of a square plate with a central circular hole. The
best agresment betwesen theoretical analysis and experimental results was
achieved by Ritchie and Rhodes [16]. Ritchie and Rhodes examined square
and rectangular plates, with simply supported unloaded edges, under
uniform displacement compressive loading for both buckling and
post-buckling conditions. The effective width concept discussed below
supports . their conclusion that post-buckling strength s pnot

significantly affected by small or medium sized holes.

3.2 Effective Width Concepk

For a plate subjected to uniaxial compressive loading, in general,
only the parts of the plate close to the unloaded edges experience

plastic yield. The stress distribution shown in Figure 3.1 is due to




ot
a

the "bowing" effect in the central zone of the plate. In 1932, von
Kérmin postulated that the maximum load a plate with simply supported
edges can sustain is reached when the edge stress equals the yield
strength [17]). The effective width of the plate b.. also shown in

Figure 3.1, can be described as:

%& - I% for p2z 1 (3.1)

where Jp is the plate reference slenderness:

0. v1/3
1.05 [ Y ] (3.2)

b
Ap & —_—
1 T “E
and where h is the plate thickness, and K is the plate buckling

coefficient:

x-[ag--r%z (3.3)
where a and b are the plate dimensions, and m i{s a wavelength parameter
chosen to yleld the smallest eignenvalue. A modern warship's strucural
plating, disregarding the effect of stiffeners, has a typical
length-to-thickness ratio (b/h) on the order of 200 to 300, With a

reference slenderness xranging from 4 to 8, such plating is relatively

very thin. By combining Eqs. 3.1 and 3.2, the effective width can be

v K l E |
b. -hm ?Y— . (3.4)

With simplified dimensions of 8 feet by 8 feet, and a thickness of half

described as:

an inch, warship structural plating has an effective width of roughly
1.6 feet. For plates with high slenderness values, the effective width

is small and damage in the central zone has little impact on residual

K) |



strength,

3.3 Buckling and Rosf-Buckling Analvsis
It is possible to analyze the initial instability of a flat plate

with a central circular hole, according to Ritchie and Rhodes ([16], as
simply that of a flat plate. The strain energy U stored in a plate can

be written as the sum of the bending and membrane strain energies:
U=U +U (3.5)

where Ub is the bending strain energy and v, is the membrane strain
snexrgy. These strain senergies can be expressed in terms of the

out-of-plane deflection w and the membrane stress resultants N*. Ny and

as:
Xy

W -3 ” {[ Lyl . 2. y)[zxw :yw mﬂ]} dxdy (3.6a)

Un = 3 {f (incxx +N o+ Nncu] dxdy (3.6b)

where D is the bending rigidity of the plate, w is out-of-plane

displacement, and v ia Poisson’'s ratio. Ritchie and Rhodes obtained
the stress resultants N::. Ny, and N', in each slement with respect to a
unit applied displacement of the loaded edges. The magnitude of all
stress resultants vers then related to the loaded-edge displacemsnt by a
magnification factor, and the strains related to the stresses by Hooke's
law, The deflections wers represented by a single sine wave in the
loaded direction, which is a reasonable approximation for plates with
small holes whose behavior is similar to that of unperforated plates,

but may be less accurate for plates with large holes.
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Ritchie and Rhodes rewrote the strain energy in matrix form in
order to solve for the buckling modeas and loads. The non-trivial
solutions of the simultaneous equations minimizing the strain energy
were the eigenvalues of the edge displacement coefficient ¢ and the
corresponding eigenvectors. The solutions also satisfy the criterion
for mneutral equilibrium, Thus the smallest eigenvalue and 1its
corresponding eligenvector give the buckling load or displacement and the
buckling mode. Ritchie and Rhodes used a finite element analysias, with
a mesh of 97 triangular constant-strain slements over one quarter of the
plate, to obtain the astress distribution for both wuniform edge
dilplncom;ﬁt and uniform edge stress cases. The uniform displacement
and uniform traction loading curves thus obtained &re presented in
Figure 3.2,

The post-buckling behavior was examined by a combined semi-energy
and finite-slement method. It was assumed that post-buckling
out-of-plans deflections remain of the sams form, but with varying
deflection magnitude, as those obtained from the buckling solution,
This assumption was considered resasonable for plates without holes if
the applied locad was less than about twice the buckling load., The
presence of local buckles, however, causes changes in the stress system
throughout the plats, Thess changes can bs evaluated from ﬁho solution
of von Kirmdn's compatability equation, which relates in-plane and

out-of-plane deformations in a plate by means of a stress function F, as

follows:
[ 2 22 2 2
8w 8°w 8°w
v F-E{ ] - } 0 (307)
8x8y ax3 ayz
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A second system of stresses was derived by solving wvon Kérmin's
compatability equation, and applying the boundary conditions at the
plate supported edges. A third stress system was obtained, using finite
elements, by hypothetically applying a loading system around the hole
edge to counteract the stresses produced by the second aystem. The
complete membrane stress system in the plate was obtained £rom thae
superposition of these three systems:

n:s = é ;::1 + C: ( ;axz + ;:xa ) (3°8.)

(3.8b)

a - -
xy xy1 x (nxyl + n:ys ) '

(3.8¢)
where the subscripts 1, 2, and 3 refer to the respective stress system.
The principle of minimum potential energy was applied by Ritchie
and Rhodes to thelr post-buckliﬁz Annlyih in order to determine the
buckled form. A change in natural wavelength of the rectangular plate
buckled form, from two to three half-wavelengths, occurs if the hole
diameter is greater then 0.35 times the plate width. Brush and Almroth
[18] developed a plot of buckling coefficient K versus aspsct ratio
(a/b), as shown in Figure 3.3, which presents esigenvalue curves for
critical values of axial stress for simply supported unperforated plates

subjected to in-plane compressive loading. A simply supported square

plate would be expscted to have a buckled form of one half-wavelength.

3.4 Ultimate Strength of A Holed Plate

A structure can continue to support loading after buckling. As




ty

with von Kirmin's analysis, the failure of a plate under a compressive
edge load is assumel to occur when the maximum stress in the loaded
direction reaches the ylield stregth. For a simple analysis, Ritchie and

Rhodes definsd the ultimate load as:

Pule -0, b. h (3.9)

wvhere b. is the effective width corresponding to the yield stress %y
which is similar to Eq. (2.5). The effect of a hole in a buckled plate
on the residual strength can be approximated by redistributing the
compressive stresses released by the introduction of the hole over the
remaining region. This produces an increass in maximum stress for a
given load, and a corresponding reduction in effective width, The
post-buckling stress distribution can be represented by a simple sine
wave as shown in Figure 3.4 (which is similar to that shown in Figure

3.2). The increass in maximum stress due to the hole is calculated by

redistributing the compressive stresses "removed" by the hole:
c
P -h I o dy (3.10)
t

where e, is the reglon carrying tensile stresses in the unperforated
plate, ¢ is the diameter of the hole, and Ph is the compressive load

removed by the hole, Tha change in stress is:

P
h
A 6‘ - 75—_—5 f (3.11)
For a given external load P:
P = % max b. he (ax + A ax) b.° h (3.12)

where (a,l + A ax) is the maximun stress after the introduction of the

hole and b.n is the corrected effective width., The corrected effective
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width can then be written as:

b

b= > . (3.13)
[1 + E—-:—E" + [1 - El] [liniﬁ . lingﬁ]r?—c-]

Figure 3.5 was produced using the relationship between applied load and
effective width separately derived by Rhodes and Harvey [19). The
ultimate load for plates with various sire holes was then calculated
and plotted in Figure 3.6, which indicates that ultimate strength is
essentially unaffected by the presence of small holes (diameter less
than half the width) and is roughly equal to three times the critical
buckling load P" " |

No attempt was made to redistribute tension stresses relniod by
the introduction of the hole into the analysis., This is a conservative
Approximnt;on because the effect of redistributing high tensile utguul
could indicate that the effective width of a plate with holing Nil
greaater than that of an unperforated plate, While it is possible that
this could indeed bs the case in practice, Ritchie and Rhodes suggest
that it would be dangerous to advocates such a hypothesis for use in
design without expsrimental proof.

Roberts and Azizian [9] have examined this question further and
state that for uniaxial and biaxial compression the buckling load may
increase with increasing size of the central circular hole dus to the
redistribution of membrane stresses towards the edgss of the plate. The

increase in buckling load i{s dependent upon the boundary conditions and

appears significant only for plates with clampsd edges. Roberts and

Azizian conclude that "even though the buckling load may increase with
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increasing size of the hole, 1t is not expected that there will be a

corresponding increase in the ultimate or collapse load."

3.5 Comparison With Exparimental Results

The experimental investigation of Ritchie and Rhodes [16) consisted
of a series of tests on square and rectangular hot-dip galvanized mild
steel plates to collect information on buckling loads, out-of-plane
deflections, collapse loads, and strain distributions along the axes of
the platsas. Plate dimensions were nominally 254mm wide by 254mm or
508mm long (square and rectangular respectively) and 1.57mm thick., The
unloaded vertical edges of the plate were supported in the frame by
knife edges and loaded edges vwere supported in rollers resting on needle
bearings contained in the blocks, through which the load was
transmitted. The specimens were thus simply supported on all edges and
subjected to uniform displacement loading. The buckling loads were
estimated by obtaining the intersection of the pre- and post-buckling
slopes of the load membrane strain plots. All plate specimens were
loaded under uniform displacement conditions.

Ritchie and Rhodes normalized their analytic solutions and
experimental results with respsct to the critical buckling load, From
Timosheriko and Gare [20]), the critical stress of a square plate with
similar boundary conditions can be described as:

2.%528h° L

(3.14)
erit (1 - ul) ‘3

The critical buckling load can thus be normalized with respect to the

tensile yleld load as:
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erit - ;l"ﬁ_ . (3.15)
b 4 b 4

For the mild steel square plates investigated by Ritchie and Rhodes,
assuming a yield strength of 30 kai, the normalized critical buckling
load is roughly 0,106,

The analysis developed by Ritchie and Rhodes describes a normalized
ultimate load of roughly 0,30, with respect to the tensils yield load,
for their square plates. Both the critical stress and the effective
width are strongly affected by relative plate thickness. The effective
width concept describes a normalized ultimate load for an unperforated
square plate, of the sams dimensions and material properties as tested
by Ritchie and Rhodes, of roughly 0.34 with respect to the tensile yleld
load.

The theoretical relationship between buckling load and hole iizo in
simply supported platea loaded by both uniferm traction and uniform
displacement iz supported by the experimental results. The experimental
results of other researchers for ﬁniform traction buckling of a square
plate are plotted in Figure 3.7 along with the analytic solution
developed by Ritchie and Rhodes, The experimental results for uniform
displacement buckling of a squars plate are plotted in Figure 3.8, along
with the analytic solutions, The change in buckling mode in rectangular
plateas from two to three half-waves, when the hole diameter exceads 0,35
times the plate width, was observed in the expesrimental investigation,
The scatter in experimental results, sccording to Ritchie and Rhodes,
was due to the large initial imperfections in the plates. The ultimate

uniform displacement leads for both squars and rectangular plates are
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presented in Figure 3.6 and indicate good correlation between the
analytic solution and experimental results. The ultimate strength of a
thin plate is esaentially unsffacted by the presence of small holes, and
is roughly equal to three times the critical buckling load.

With regards to application, however, the experimental results
indicate that the elastic-plastic ultimate strength analysis developed
by Ritchie and Rhodes is alightly cotiservative. The observed normalized
ultimate load for a thin unperforated square plate ranged from 0,34 to
0.35, which is most accurately described by applying the effective width
concept. It is suggested that the Ritchie and Rhodes analysis, which
accurately predicts the loss of strength associated with increased hole
size, be "shifted" to coincide with the effuctive width solution for an

unparforated plate,
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Figure 3.1: Real stress distribution and effective plate width due to

in-plane compressive loading (18]
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Figure 3.,2: Graph of theoretical uniform traction (constant stress)
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ratio for square plates [16)




B Figurs 3.3: Buckled form and critical values of axial stress for simply
supported plates subjected to in-plane compressive loading (18]
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Figure 3.4: Assumed stress distribution across holed plate [16]
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Figure 3.5: Graph of effective width versus maximum stress for various
cutout ratios [16)
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Figure 3.6: Graph of theorstical analysis and experihcntnl results for

ultimate load versus cutout ratio for square and rectangular plates [16]
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Figure 3.8: Graph of theoretical analysis and experimental results for

uniform displacement (constant strain) buckling load versus cutout ratio
for a square plate [16]
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4. DIBHING OF PLATES UNDER IMPULSIVE LOADING

4.1 Intreduction

Shipboari structural members are deformed by the over-
pressurization associated with an internal explosion. The effects of
holing produced by the initial shock wave upon residual strength of a
flat plate have been investigated in Chapters 2 and 3. The quasi-static
overpressurization which follows the blast produces lateral deflections
in the bulkheads and deckplates of compartments.

The deformation of thin flat plates subjected to large impulsive
loading has been studied extensively since World War Two. Thorough
reviews of the historical development of empirical and analytical
studies have besen presented by several authors (21,22,23], A number of
researchers have developed good analytic techniques, In ltruccurgl
elements such as beams and plates, bending resistance increases along
with membrane forces while the deflection is much less than the
thickness of the aelement. As the deflection increases, however,
stresses due to stretching of the middle plans dominate over bending
stresses., At this stage the behavior of a beam is comparable to that
of a plastic string. Perrono_and Bhadra [24] developed this concept
with a simple lumped mass at the midpoint, Recently, Nurick [23]
developed a highly accurate membrane mode analysis based upon the lumped
mass string concept. Excsllent empirical relationships between
deformation and impulse are developed from extensive testing conducted

by Nurick and others.
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4.2 Dynanic Effacts of an Intexpal Airblast

Roughly 70 percent of the energy released by a warhead detonation
produces blast effects. The critical 1loading associated with an
explosion is the high prussure dilcontinuity at the shock front. The
shock wave produces deflection, necking, rupture and holing of plating
close to the point of detonation due to the high velocity gradients
across the plate surface. Rupture begins at the point of a stiffened
plate structure nearest the explosion and can extend to the plates’
boundaries. The shock loading is predominately normal to all structural
members,

After passage and decay of the shock wave from an internal
airblasc, confinement of the explosion gases leads to a pressure loading
which has a long duration compared to the responss time of typical
stiffened structures. There is no simple relation between explosive
mass and pressure impulse [23]. As a result of damage to bulkheads,
decks, and overheads lu::oﬁnding the burst space, the gas overpressure
is vented to the atmospherse and adjacent spaces and is relisved as the
confinement volume increases. This "quasi-static" pressure loading is
governed by the confinement volume. Figure 4.1 shows a typical trace of
the pressure versus time history recorded at a point on the wall of a
partially closed chamber following an internal explosion. Pressure
peaks are caused by repeated reflections of the blast wave off the
chamber wall. The impulse imparted by the pressure peaks is small
becauss of their short duration, and produces negligible danmage effects

on internal structure and equipment [6,25].
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4.3 Membrans Mods Finite Elsment Anelvsia

Membrane mode approximations, in which bending is ignored, have
been applied to impulsively loaded thin plates by several authora who
all assumed a fixed mode shape. Nurick [23]), however, has developed a
model which considers lateral displacements in addition to transverse
deflections, and which computes the mode shape at each time step.

The string concept forms the basis of the Nurick model. The
string is sub-divided 4into several sections with assoclated lumped
masses, and the acceleration is assumed to be a 1linear function of
the velocity. As developed by Perrone and Bhadra [24], the
acceleration is the second differential of displacement resulting in a
first order nonlinear differential equ tion which is solved by numerical
integration, Transverses and lateral deflections are incorporatad
into the equation such that the trajectory of every point on the
surface remains normal to the plats surface.

The material is assumed to behave in a 1rigld visco-plastic
mannez. This can ba described by the empirical relationship developed

by Bodner and Symonds [26):
i/n

2 .14 [-;5-] (6.1)

Y
where ¢ is the strain rate, D and n are material constants. Manjoine

(27) investigated the influence of temperature and rate of atrain on the

yielding of mild steel. Bodner and Symonds applied Manjoine's work to

their empirical relationship in order to define the material constants.

1 and 5

For mild steel the material constants D and n are 40 s
respectively.

The deformed geomstry of the string can be defined by a modeshaps
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¢, vhich varies with space and time. The transformed displacement i

written as:
w‘,(rot) - ‘l'(rvt) wc(:) . (4'2)

where (r,t) are the coordinates of space and time and we(t) ig the
central displacement. It is further assumed that the transverse
velocity and acceleration fields at time t can be differentiated
without taking into account the variation of the mode shape ¢ with time,
which is known as an instantaneous or stationary mode assumption,

The string concept is applied to pmi. by discretizing the plate
into contours along which ¢ is constant. The mods shape ¢ is assumed to
vary linearly with distance between contour levels. Symmetry dictates
square contours for the square plates, as shown in Figure 4,2 , This
symmetric contour is justified by the deformation shape, shown in Figure
4.3, produced by explosive impulse loading.

It is possible to write (i + 1) dynamic equations for the lumped
masses., Nurick developed an algorithm to solve the dynamic squations,
The initlal central velocity is computed from the initial total impulse
I, which is assumed to impart a uniform wvelocity to the plate. The
initial mode velocity is then obtained from a generalised momentum
balance, The stiffness of the plate is assumed to be zero for the first
time step, and the iterative solution commences with the second time
step. The esquations are highly non-linear, and are solved using a
Newton-Raphson technique. The iterative procedure continues until a
prespecified tolerance is met in order to continue to the next time
step, and the forward integration is terminated when Vo aquals zero.

Convergeance of the algorithm suggosts that the final shape is reached
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o within 100us.

4.4 Exparimental Results and Empirical Analyais

The exparimental investigation of Nurick [23] consisted of a series
of tests on circular, square and rectangular plates to collect a range
of deflection information on plates subjected to high impulsive loading.
Plate specimens were cut from l.6mm thick cold rolled stesl and wers not
annealed, Plate dimensions were nominally 100mm diameter circular, 89
by 89mm squars, and 113 by 70mm rectangular. Metabel was used as the
?Q} sheet explosive for the experiments, and was placed on a 1lémm thick
I polystyrene pad to attenuate the shock transmitted to the plate, provide
KQﬁl a uniform impulse, and prevent spallation of the specimen. The specimen
plate was clamped between two holding plates attached to a ballistic
pendulum used to measure the Iimpulse., A light interfersnce method

was used to moasure the deflection-time history. The £inal
mid-point deflection was measured by means of a vernier and also by a
reflex metrograph,

The rangs of experimentation performed by Nurick was impressive.
x;; Experimentation by previous researchers did not extend beyond
1 deflections of six to seven plate thicknesses for circular plates and
eight to nine thicknesses for quadrangular plates. Nurick performed a
total of 140 impulse loading experiments with deflections ranging up to
twelve plate thicknesses.

The analytic prediction method developed by Nurick compares
favorably with impulse loading experimental results for ecircular,
square, and rectangular plates. The range of analytic predictions and

empirical results is shown In Figure 4.4 for circular plates and Figure

48




b

i
R

i
i
o)
¥

4.5 for square plates. Although most of the prediction methods can do
an adequate Jjob predicting deflections with small deflection-to-
thickness ratios, they display tendencies to highly over or under
estimate deflections with large ratios. These over and under estimates
are based upon predictions which assume a fixed mode shape.

For circular plates, the best agressment between predictions and
experimental results was achieved by Nurick, Lippman {28], Perrone and
Bhadra ([29], and Symonds and Wierzbicki [22]. The closed-form solution
for circular membranes, developed by Symonds and Wierzbicki, is a simple
but accurate approximation method which disregards bending. For
impulses which blanket the plate surface, thelr solution can be
simplified as:

212 1

7 Thlp o)t (4.3)
where Voo is the final deflection at the center of the plate, r is the
plate radius, h is the plate thickness, and p is the material density.
For quadrangular plates, the best agresment between predictions and
sxperimental results was achieved by Nurick, and Baker [30]. Using an
energy method, Baker assumsd that the energy imparted to the structure
could be squated to plastic work which he then equated to the initial
kinetic snergy for impulsively loaded structures. Baker assumed that
the force or pressure pulse was applied in a time short enough for the
structure response to be only a function of the integral of the pulse,
rather than the details of its time history.

It is interesting to compare and, if possible, wutilize the
historical data available from different impulse loading

experiments. A dimensionless damage number was defined by Johnson [31]

49




o = B (4.4)

o
°

where v the impact velocity and o, is the damage stress (mean flow

stress)., Table 4.1 shows the regime of damage as a function or damage

number, and shows the results of some circular plate experiments. The

Johnson damage number was modified by Nurick in order to

non-dimensionalize dissimilar geometries. A modified damage number for

circular plates can be written as:

) - L (4. 5a)

0 xrh®(p ,.)1"

and a modified damage number for quadrangular plates can be written as:

) = I (4, 5b)

. B (abpo)t/?

vhere a and b are breadth and length respectively of a quadrangular

plate, and e, is given the value of the static yield strength Oy

Table 4.1: Typical Johnson's Number Damage Regime
(mild stee]l at room temperature impacted by a projectile) [31]

ft/sec a regime
“8 quasi-static
2.3 10 { elastic,
25 107} plastic behaviour
250 107} slow bullet speeds
2 500 10 * extensive plustic
deformation
25 000 10 ° hypsrvelocity impact

For platss of equal arsa and thickness subjected to sequal total

impulses, the midpoint deflection of the circular plate excesds
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that of the square plate, which in turn exceeds that of the
rectangular plate. A dinmensionless plot of deflection-to-thicknass
ratio versus modified damage number Oq for quadrangular plates is
presented in Figure 4.6, A least squares correlation analysis of
the experimental results indicates that Nurick’s experimental results
are consistent with previous data, and that a relationship exists
between the impulse a given plate is exposed to and the deformation it
sxperiences,

Based upon the extensive range of conaistent experimental
resulta, it is possible to develop an empirical solution to the
deflection problem. A least squares analysis of the circular plate

T Lo . 4 . '

“here the number of data points was 109 with a correlation coefficient
of 0,974, A least squares analysis of the quadrangular plate

[
q ' q ) '

where the number of data points was 156 w'th a correlation coefficient

of 0,984, The empirical relationships can be simplified to:

w

[-ﬁi , =0.4250 (4.7a)
v 4

[_;_ L = 0.236 0 (4.7b)

as a useful "engineering" approximation.
The excellent correlation of the empirical formulas indicate that
they can be readily applied to engineering analyses. The linear nature

of the closed-form deformation solution developed by Symonds and
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Wierzbicki, and others, supports the use of a 1linear empirical
relationship based upon a modified Johnson's damage number, Extensive
deformations can produce tearing along the edges of the plate or holing
in the <center of the plate. The maximum non-tearing
deflection-to-thickness ratios during Nurick's testing were 11,60 and
11,97 for circular and quadrangular plates respectively., This tearing
along the clamped boundaries indicates that both analytical and
empirical prediction methods axe limited to modified damage values of 0°

£ 25 for circular plates and Oq £ 30 for quadrangular plates,
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Figure 4.1: Graph of pressure versus time response recorded at a point

on the wall of a partially closed chamber following an internal
explosion ([25)
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Figure 4.2 Analytic model showing discretization of a square plate [23]
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Figure 4.3 Final mode profile and contour plot of a typical explosive
test for a square plate (23]
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Figure 4.4: Graph of analytic solutions and experimental results for

ceflection-to-thickness ratio versus impulse for circular plates [23)
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Figure 4.5: Graph of analytic solutions and experimental results for
deflection-to-thickness ratio versus impulse for square plates [23]
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5. STRENGTH OF A DISHED PLATE

5.1 Introduction

Despite the large lateral deformations suffered by shipboard
bulkheads and deckplates as a result of impulsive loading, the plating
can continue tn support normal service loads. The dishing of thin flat
plates into a shell was 7related to such parameters as material
properties and explosive impulse in Chapter 4. By examining large scale
elastic-plastic deformation mechanisms it is possible to describe the
buckling behavior of a thin shell.

An out-of-flatness plate with a small initial deflection does not
react to in-plane loading like an ideal flat plate. The effect of
initial out-of-plane doformationlril generally to reduce the peak load
of the plate and bias the mode of failure towards the initial shell
shape, The effect of initial imperfections upon the ultimate strength
of plates offers soms insight into the effect of large scale dishing.
The residual strength of a thin shell with large initial deformation (on
the order of 5 to 15 plate thiéknellol) is first analyzed as a simple
extension of the concept of initial imperfections. An extensional
collapse moda analysis is then developed as a simple closed-form

solution which accounts for actual deformation mechanisms.

5.2 Physical Basis of Deformation Mechanisms
The yield load of a plate and the elastic-plastic buckling load

provide two limits to plate strength. The onset of plasticity is

affected by both the in-plane and plate bending stress components.




e e e .

-—

Plasticity becomes more significant as the initial out-of-plane
imperfections become larger causing surface and membrane yield to occur
sarlier. The interaction of membrane and bending stresses, with initial
imperfections, produces an early loss of stiffness and reduction in peak
load below the ideally planar elastic buckling load [17].

Although the ultimate strength of a plate with very slight initial
imperfections remains reasonably close to that of an ideal flat plate,
the effects of larger imperfections (on the order of the plate
thickness) can be significant [17]., Von Kirmén developed the effective
width concept (presented in Chapter 3) to describe the atress
distribution produced in a simply supported plate subjected. to uniaxial
compressive loading. The influence of geometrical imperfections ﬁal
been incorporated into a von Kirmin analysis. Dy several authors, as
shown in Table 5.1. Initial deflections of the plate lead to .a marked
reduction of the peak load, especially for thin plates with reference

slenderness )\p less than 1.5, From Eq. 3.2, the reference slenderness

is;
b 1.05 [ %
'\p o E-—-;-— [-E] . (5.1)

Rectangular plates restrict the failure mode and generally have greater
stiffness than square plates, but suffer a steceper post-buckling
behavior [17].

In order to understand the true collapse behavior of a shell
subjected to uniaxial compressive loading, the effect of out-of-plane
deformations on the in-plane struss state of the plate must be

considered. In the large deflection regime, in general, in-plane and
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out-of-plane displacements and hence stresses and strains interact., As
a result of dishing, the length of the plate center line becomes greater
than the boundary length and membrane tensions develep in both plate
directions. Membrane action becomes more and more dominant as
cut-of-plane deflections become larger [17].

Table 5.1: Empirical relationships to describe the effect of
small initial imperfections upon effective plate width [17)

Winter, ‘5’-’- - %—; [ 1 - 9-:%-"1] for p & 0.67
Faulknez, t—' - L °5 [1 0.26 ] for Ap x 0.55
Garard, El 0. :2.5

P

5.3 lacge Initial Impaxfection Analysis

Extensive research has been conducted in the last twenty-five years
on the ultimate load behavior of box girder structures [32,33,34). This
ressarch has followed a series of structural failures involving merchant
ships (large ore carrisrs in rough seas near Japan) [33] and large box
girder bridges in Europs [34]. Frieze, Dowling and Hobbs [32] have
developed a large deflection elastic-plastic analysis to examine tha
behavior of plates in compression.

The analytic method developed by Frieze et al. uses a modified von
Kdrmdn analysis to account for material non-linearity and the effects of
residual stresses and initial out-of-plane deflections. The governing

equations were solved by computer processing using an iterative finite
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difference procedurs. Frieze et al. performed a parametric study
exanining the collapse behavior of a uniaxially loaded plate. This
analysis indicates that the influence of aspect ratio (a/b) is dependent
upon both the magnitude of the initial deformation and the slenderness
ratio, Although the in-plane restraint along unloaded edges
(constrained or unrestrained) has little effect on the behavior of
stocky plates, the analysis indicates that slender plates with
constrained edges retain thair strength better than with unrestrained
edges, Figure 5.1 shows that this is especially true for plates with
large initial deformations. Slender plates, in particular, suffer from
the weakening effects of initial deformations which generally dominate
the effects of residual stresses. ,
The residual ltrcn;tﬁ of a thin shell can be extrapolated from
theoretical and empirical ﬁnaly.cl which have been performed for modest
initial deformations. It is not possible to directly apply the analyses
because shipboard structural plating is very thin. The analyses can be
extrapolated by applying the von Kérmin effective width concept to
describs the loss of strength for unperforatod flat plates with
increasing slenderness. The theoretical analysis of Frieze et al. is
summarized by Figure 5.2, which presents six different curves of
ultimate load versus slenderness S for different levels of initial

dishing. The slenderness value 8 is defined as:

ﬁ-§|§l (5.2)

which is roughly twice the plate reference slenderness \p for a square

plate, The slenderness ratio B for shipboard structural plating,
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disregarding the effect of stiffeners, ranges roughly from 9 to 15.
Usda ot al. [35) also examined the effects of initial deformations and
residual stresses on the compressive strength of square plates, and
conducted a modest program of experimentation. Large-deflection,
elastic-plastic analyses were performed using an incremental £inite
slement technique. Usda’s theoretical and experimental research
supports Freize's analysis, as shown in Figure 5.3, and by
extrapolation suggests that the normalized ultimate load would decrease
for a thin shell with large initial deflections by roughly 10 percent
from that of a flat plate with similar slenderness. The plate critical
buckling curve is included in both Figures 5.2 and 5,3 for comparisen
purposes., Even with large initial imperfections, the ultimate strength

of slender plates is greater than the critical buckling load.

5.4 [Extensional Collapss Mods Analysis

A structure can absorb crushing work through local plastic folding
with bending and sxtensional deformation. Minorsky [36] examined the
ship collision problem, with an analysis of empirical data from ssveral
dozen reported casualties, and found that plastic work dissipation is
linearly related to the volume of damaged members. Although useful for
studying major collisions, Minorsky's method is not valid for structural
failure of a local nature., The theory of extensional collapse of plate
slements was developed by Hayduk and Wierzbicki [37) and others in the
early 1980's to examine the crush bshavior of individual members during
crushing. Extensional collapse mods analysis is described here in order

to determine the average load-carrying capability in structural plating
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c¢rushed beyond the ultimate load,

" Ships are genarally constructed of plate-like structures, as shown
in Figure 5.4. During deformation, the edges of the structure can bs
considered hinge lines, as can the horizontal limits of the buckling
region. Crushing work is dissipated through plastic bending of adjacent
plates about the horirontal hinge lines connecting them and through
shape distortion of each plats. The energy-balance postulated by
Wierzbicki and Abramowicz [38] indicates that zones of bending and
extensional deformation, which are restricted to a small fraction of the
total area of the structure, dissipats essantially all of the work done
by the applied load during the crushing deformation mode.

In the propagating hinge line deformation mode (Mode I), extension
is limited to the neighborhood of the hin;ollinn. Displacement fields
must be described by a continuous gnd smooth function across a
propagating hinge line. The quasi-inextensional collapse mode of a 1.
shaped angle element is shown in Figure 5.5, Wierzbicki and Abramowice
described the individual dissipation energies associated with the
deformation of & toroidal shell, horizontal hinge line, and inclined
hinge line through complete folding of the section, In the busic
fo}ding mechanism of a L-shaped angle element there are eight horizontal
hinge linol; two inclined hinge lines, and one toroidal shell section,
The resulting theoratical crushing strength of a L-shaped elament is
thus given by: B

Pu ] b
H: - 12.04 [ 1 ] (5.3)

where Pm is the mean crushing load and Mo is the fully plastic yield
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monment defined as:

2
M=o - (5.4)

where the flow stress o can be ressonably approximated as:

¢ =0.9¢ (5.5)
° i}

T8 '
Short-angle columns commonly fold up and fail in an asymmetric mode
unless very large imperfections are introduced in the shape of the
symmetric modes [37].

In the stationary hings line deformation mode (Mode II) the edges
A of the structure remain stationary while the side plates undergo

rigid-plastic distortion, Plate diatortions consist of either axtensive

ROE % el
e L

in-plane compression or in-plane extension. Hayduk and Wlerzblcki
assumed that there is a linear variation of ths 'vcloc:l.ty £1e1d in the

horigontal y-direction, as shown in Figure 5.6, and developed the

i

. A
P

individual dissipation energies associated with the deformation of a

25t

plate, stationary horizontal hinge and stationary inclined hinge through
completa folding of the section.

Hayduk and Wierzbicki applied the extensional collapse mode
analysis to a x-shaped crucifom structural element. A cruciform is
constructed of four flanges which are rigidly joined along the initially
vertical edge. A cruciformn element reasonably simulates the boundary
' conditions on a plate in a typical shipboard compartment, Within ths
folding zone, the joint line becomes an inclined hinge  fixed in the
material. In Mode 1II crushing of a cruciform there are eight
trapezoidal distortion sections, sixtesn stationary horizontal hinge

lines, and four stationary inclined hinge lines. An upper bound to the
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crushing strength of a cruciform element can thus be described as:

P b
= = 20,05 [ﬁ] . (5.6)

This least upper bound is based upon a minimum energy analysis which

indicates that folding will occur with a zone of half-wavelength H:

H - [-"—‘—;“] . (5.7)

The upper bound analysis also indicates that the energy dissipated at
the inclined hinge 1lines is negligible for a sufficiently large
length-to-thickness ratio.

A lowor bound on the ocrushing strength of a cruciform can be
similarly derived by noting that a continuous joint along the vertical

edge of a cruciform increases the column strength as ocompared to a

column composed of two unjoined L.shaped elements. ~ From the Mode I - -

analysis of a single L-shaped element, a lower bound to the crushing

strength of & cruciform can be described as:
P—‘-za.oa' ["] : (5.8)
M Zh '
Careful inspections of several crushed cruciforms, such as the one shown
in Figure 5.7_. reveal that the actual collapse mechanism is &
combination of the two basic deformation modas. Hayduk and Wierzbicki
developed a modified Mode II model, and described the mized-mode

crushing strength of a cruciform as:

%-22.96m+2.88 ’/[IE]; . (5.9)

The Hayduk and Wierzbicki extensional collapss mode solutions for
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cruciform failure are based upon complete folding of the structurs,

This extensional collapse mode analysis of a cruciform can be
applied to the residual strength of a dished plate. The typical
load-deflection characteristics of a érulhod cruciform, shown in Figure
5.8, indicate that the ultimate strength of a cruciform with initially
flat side plates is rapidly reached during uniaxial loading. The
post-buckling and folding behavior after the ultimate strength is
reached "reinforces" the cruciform and allows it to continue to support
loading during repeated folding. Since the collapss mode analyls
indicates that folding will occur along a zone of width 2H defined by
Eq. 5.5, dishing may not significantly rcdﬁqn a plate’s ultimate
strength becauss the dished shape does not encourage the £olding.
Although dishing may reduce a plate’s ultimate strangth, it is
postulated that the mean orushing load P which the structure can -
support is little affected by the dishing,

The axtensional collapse mode analysis equations can be rewritten
to provide normalized loads for shell crushing, The mean crushing load
is normalized with respsct to the tensile yiald load, By assuming that
the strength of a single dished plate can be considered equal to
one-half that of a cruciform, the upper bound can be expressed as:

P o 2.51h (b/2n)t/?
= (5.10a)

Y ”Y b

the lower bound can be expressed as:

1/3
P o 3.01 h (b/2n)
- =3 (5.10b)
H ] b

and the mixad-mode solution can be oxpressed as:




e P o 2.87h (b/20)*' +0.36 h (b/2n)*'?
-+ = : (5.,10¢)
¥ % b

A modern warship’'s structural plating, disregarding the effect of
stiffeners, has a typlcal length-to-thickness ratio (b/h) on the order
of 200 to 300, From the upper and lower bound analysis for a warship's
structural plating, the normalized mean crushing load ranges from 0.05
to 0.13.

The extensional collapse mode analysis can be applied to a holed
shell, Since the width of the local folding zone is much smaller than
the height of the typical cruciform, as shown in Figure 5.9, the "wing
areas" can be considered ineffective in terms of both extensional and

bending energy. By assuming that the fold is made through the hole

region, the effactive plate half-width can be reduced by the radius of
holing, For Eqs. 35,10a - 35,10c only the half-width-to-thickness ratio
(b/2h) in the numerator is reduced by holing. The ;xtcnlionul collapse

mode analysis can then be applied using the reduced half-widths,

5.5 Comparison With Experimantal Results
The experimental Iinvestigation of Hayduk and Wierzbicki [37]

consisted of & series of tests on thin copper cruciform specimens.
Specimens were constructed of two L-mklo elements of 0.014 inch thick
. copper sheeting butted along the bend line and soldered with common

60-40 lead-tin solder. Specimen length varied from 2.0 to 4.0 in, while

A - SaEreel

plate half-widths varied from 1.0 to 2.0 in., for a length-to-thickness
ratio which varied from 143 to 286, The unloaded vertical edges of the

e cruciform were clamped at the top and bottom to prevent specimen
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twisting during loading. During quasi-scatic loading the specimens were
routinely crushed from 40 to 60 percent of their original length,

The extensional crushing mode anairsis 1is supported by the
experimental results. Figure 5.10 presents the experimental data and
the upper, lower and mixed-mode solutions £for crushing of copper
cruciforms and other elaments, The experimental data for cruciforms are
shown by open circles. The scatter of experimental data indicates that
the cruciforms faliled according to a varying combination of collapse
mechanisma., The collapse mechanisms are sensitive to imperfections,
Indications of fracture at the joint in some test pleces explains some
of the scatter below the mixed-mode solution. Despite the scatter of
data, all experimental results for cruciforms lie within the upper and
lower bound solutions to normalized mean crushing load., Amdahl [39]
pexrformed a similar series of tests on larger stesl cruciforms which
also support the validity and usefulness of extensional cushing mode

analysis,
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Figure 5.2: Graph of theorstical ultimate load versus slenderness for
square constrained plates with different initial deflections [32]
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Figure 5.5: Basic folding mode of a L-shaped angle element with a
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Figure 5.7: Photograph of partially crushed cruciform
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Figure 5.8: Graph of typical load versus deflection characteristics of

a crushed cruciform [37]
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Figure 5.9: Cruciform with holed half-plates
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Figure 5.10: Graph of theoretical analysic and experimental results for
mean crushing strength versus half-plate length-to-thickness ratio for

cruciforms [37]
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Figure 5.9: Cruciform with holed half-plates
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Figure 5,10: Graph of theoretical analysis and experimental results for
mean crushing strength versus half-plate length-to-thickness ratio for

cruciforms [37]
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6. MIXED MODE CRACK PROPAGATION

6.1 Introduction

The hole edge produced during the fracture and tearing of metal
plates associated with an internal airblast is not smooth. Although the
hole can reascnably be considered to be circular for some forms of
analysis, it is important to examine the effect of a ragged and torn
edge upon residual strength, Initial cracks of wvarious sizes will
emanate from around the rough edge of the hole. Crack growth under
loading (monotonic or cyclic) may limit the residual sztrength of the
structure,

The initiation of cracks during holing and overpressurization
auociaud with the airblast is a complex dynamic litﬁution. Tho
deformed plate can be considered a thin lhoil. Crack initiation and
propagation from the torn edges associated with holing and fragmentation
occurs in a fully plastic or elastic-plastic deformation f£iald,

Crack propagation occurs as a mixture of three limiting modes, as
shown in Figure 6.1, Mode I crack propagation is associated with
in-plane tension, Mode II is associated with in-plane shear, and l}ode
II1 is associated with out-of-plane shear. Actual crack propagation is
rarely so distinct (e.g. slant fracture consisting of Modes I and III
can be caused simply by Mode I loading). As one could imagine tearing a
page out of a telephone book, t:.l'-u metal plating will be opesned by
in-plane tension and torn by out-of-plane shear. Crack propagation from
the rough edge of a hole in a thin shell will be caused primarily by

slant fracturs,
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6.2 Phyaical Basis of Rlastic Fracture

A fully plastic situation consists of plane strain, plane stress,
or intermediate modes which occur when the plastic zone is large
relative to the plate thickness. The plastic zone will, for plane
stress, become large and spread through the whole cracked section if the
net section stress is of the order of the yleld strength. In practice,
linear elastic fracture mechanics (LEFM) does not apply if the fracture
stress is greater than two-thirds of yleld [40]. Plane stress requires
the vanishing of one of the principal components of stress, L and the
vanishing of stress gradients in the o direction. Plane stress occurs
when the out-of-plane dimension is far thinner than that required for
plane strain, as in a thin plate or shell,

The tearing of thin sheets of ductile metals is & process of
combined flow and frasture. Plasticity precedss and accompanies crack
propagation. Necking may oceur when the plastic zone size baconmes
larger than the plate thickness, Stress and strain distributions in the
region of the tip of a sharp crack are complex. Stress changes are very
large within one plate thickness of the crack tip, and a state of plane
strain may be approached, Plane stress bshavior will be exhibited
beyond roughly four plate thicknollgl of the crack tip [10]).

Crack propagation can be regarded as a frocell of hole nucleation,
coalescence, growth, and localization. Localization may occur first in
plane stress. Tipper [41] examined sections near the fracture surface
cut from different mild steel specimens, In ductile steels, hole
nucleation almost certainly occurs by the drawing away of the metal from
non-metallic inclusions, Separation of the metal around inclusions

occurs at some distance (1 or 2 hole spacings) ahead of the crack tip,
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and may occur with stresses as low as yleld. The holes become linked by

slongation and eventually produce macrofracture.

6.3 Analytic Approaches to Plastic Fracture

Plastic fracture is a complex process whose mechanisms are not
fully understood, These mechanisms include hole nucleation,
coalescence, growth, and localization of plastic flow into bands,
Linear and non-linear elastic fracturs mechanics are relatively well
understood for crack initiation in plans strain, but do not apply to the
loading of shells and subssquent crack growth. Despite considerable
research within the last ten years, according to Broek [40], no
generally accepted approach to elastic-plastic fracture mechanics (EPFY)
has been daveloped, Kardomateas and MocClintook [42) indicate that
ductile fracture occurs by hole growth, which depends on'tho combined
history of strain, stress, and rotation near the crack tip., Fully
plastic fracture mechanies (FPFM) can thus not be described by a single
measure of failure,

Several promising approaches to EPFM are being developed, however,
which offer some insights into the process. These approaches generally
consist of either a stress field analysis or an approximate global
energy analysis. A stress field approach examines the stress field

around the crack tip, as the K factor does in LEFM. An energy approach

examines the energy release assoclated with crack initiation., Both

approaches, unfortunately, have their limitations.
Although it has not been accepted as a universal fracture
criterion, the J-integral provides a means to determine an energy

release rate for both LEFM and cases where plasticity effects are not
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negligible [40]), The J-integral is defined along a contour around the
crack tip as the change in potential energy for a virtual orack
extension. Tholv.s. Navy has adopted a J-based approach to fracture
toughness characterizations of ductile materials ([43), In general,
though, the J-integral is unable to handle large amounts of stable crack
growth accompanied by full plasticity becausa unloading occurs along a
different stress-strain curve than during loading, and also because of
differing degrees of triaxiality with different geometries and low
hardening. McClintock [10]) further emphasizes that an energy approach
to plastic crack propagation is global in nature and can not account for
the different fracture process zone streas-strain distributions and the
local mechanisms of crack growth, Crack initiation, however, is an
especially local phenomenon and can be adequately described by an energy
approach,

Atkins [44] has developed a rigid-plastic fracture analysis which
reasonably accounts for and simplifies the complex nature of fully
plastic fracture (FPFM) in gartain situations. In this approach, the
relative magnitude of flow and fracture components is an important
factor in determining the transition from plastic flow preceeding
fracture to crack initiation and propagation. Although this approach is
limited by its global nature, it offers a useful onginocrin;llnnlylil of
FPFM, and is presented because of its promise.

A limit load analysis offers a new approach to the problem of fully
plastic crack propagation. By selecting realistic displacement fields
it may be possible to define what loads cause deformation which could

tend to piromote crack propagation.
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6.4 Rigld-Plastic Fracture Analysis

A rigid-plastic simplification of EPFM may be applied to a variety
of sheet tearing problems. Plastic fracture involves remote flow, which
Atkins [44) incorporated into an expanded quasi-static elastic fracturo.
energy squation in terms of the elastic strain energy A, the fracture
toughness or specific (essential) work of fracture R, the total plastic

vork W*, the residual strain energy A', and kinetic energy H as:
Pdu-dA+RdA+dw’+dA‘+dH (6.1)

where P is load, u is load-point displacement, and A is the crack area.
In the lpccifid case of dynamic tearing of ductile metal sheets the
limiting crack speads consistent with a ﬁuui-nutic approximation are
usually some 1 to 10 m/s [44]. The kinetic energy term may be equated
to zero for most materials and cracked geometries, Cracks, whether
surrounded by elastic or plastic fields, tend to propagate with-thci.r
own crack opening angles. The rigid-plastic fracture squation can be
further simplified in the case of extensive plastic flow, whare it may
be permissible to neglect dA, as:

Pdu=Rda+dw? (6.2)
This equation has found success in Cotterell and Mal’s [45) studies of
fracture in ductile sheets, and in Atkin's studies of metal forming
fracture such as cropping and can opening. These studies demonstrated
that geometry-independent R valuss do characterise the fracture behavior
‘and that plastic flow and fracture terms may be sepsrated in the
rigid-plastic fracture equation. Atkins cautions, however, that
fracture toughness may be path dependent according to a McClintock-type

analysis.
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Atkins and others have examined crack propagation dus to various
loading modes. Experiments by Mal and Cotterell [46] in which the
bending and unbending plastic work could be altered independently of the
fracture work gave roughly the same values for fracture toughness. The
experiment used two metals (low alloy -tngl Lyten and & 5251 alluminum
alloy) with different work hardening indices in both two and three lag
"trouser" tests to alter the plastic work independently of the £racturq
work. This demonstrates that the flow and fracture work components can
aometimas be uncouplad and that the toughness so determined is a
material property, and indicates that the rigid-plastic equation is
valid for certain applications,

From a global energy approach, crack propagation will occur L{f the
combined flow and fracture associated with propagation requires a
snaller work increment than flow alone. An incrament of plastic flow

may be written:
AWP = 4(P V) = I' AV + V dT (6.3)

where ' is the total plastic work per unit volume and V is the volume
undergoing plastic deformation. The plastic flow equation governs the
external work required prior to fracture and applies with incremental
changes dV and dW’ since there is new material entering the fracture °
Process zone as crack propagation occurs. By considering
increments of external work, and the additional work required to
propagate cracks, Atkins was able to describe stable crack

propagation as:

n-%[%] (6.4)

where n is the number of propagating splits [44]. The stability of
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crack propagation is dependent upon boundary conditions and and loading
as limited by the structure’'s comliance.

This analysis was applied by Atkins [47] to the case of axial
splitting of ductile metal tubes, The ends of the tubes were flared by
being forced down onto conical mandrels, as shown in Figure 6.2, The
numbar of starter cuts produced extremely interssting axial splitting
behavior. With a small number of starter cuts, all cuts would propagate
and some would bifurcate. With a larger number of starter cuts, some
cuts would never deavelop into cracks. In all cases, the final number of
propagating cracks was always between 8 and 12 for 50mm diameter and
l.6mm wall thickness mild steel and aluminum tubes. Crack propagation
was & stable process with a reasonably conluﬁt radius and all the
splits having equal lengths. Atkins applied geometry and experience to
the incremental plastic flow analysis in order to derive the

relationship:
n & (8x/d3 YW /R) X “ (6.5)

where ¢ is the effective stress, T is the radius of the tube, and ¢, is

(]
the average hoop strain. Atkins’ method predicts n & 12, which
indicates that the incremental plastic flow analysis can be successfully

applied to goma complex problems.

6.5 PRlastic Limit Load Fracture Analvais

Crack propagation is encouraged by transverss strain, and ensuing
necking and hole nucleation, in front of the crack tip. These strains
can be produced by certain displacement fields within a fully plastic

structure. The limit load for a crack of given length, with necking
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neglectad, can be found by examining the simple case of vertical up and
down cracks extending from a central circular hole in a flat plate.

An upper bound to the limit load is given by a displacement f£ield
which satisfies any displacement boundary conditions and gives no change

in volume anywhere. The upper bound l’mb can be found from:
? . P o =p
WP =B u f Y 6° 6V (6.6)

where WP is the plastic work, u® is the displacement under P, in its
direction, Y is the flow strength, <® 1is the equivalent plastic strain,
and V is the volume. Experience with the crushing of initially deformed
structures suggested separating the displacement field into two zones,
as shown in Figure 6.3, The Zone Il displacement field reflects the
dominant shear strain evident during testing which places the crack
under tension. Plastic work is equal to the applied load mulitiplied by
the displacement caused by plastic deformation of the structurs. the
total displacement of the edge experiencing uniform compressive loading
in the direction of the applied load is composed of in-plane compression
and drop due to deflection.

Plastic work is a function of stress and strain throughout the
structure, For non-hardening plasticity, the plastic work occurs at the
yield strength, which means that the flow stength Y can be considered
'cﬁunl to a,. Since it is assumed that the thickness remains essentially

constant during deformation, Eq. 6.6 can be rewritten as:
W -0 h II 5P axdy . (6.7)

The integral must be evaluated separately for both zones and then summed
to find the upper bound to the limit load. The equations are simplified

by defining a displacement ratio of the maximum vertical deflection to
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the maximum horizontal deflection. Since the equivalent plastic strains
for this case are so complex, the plastic work is solved using a
numerical integration technigue,

The results indicate that as the initial flare (dishing) angle
increases the least upper bound decresses, Curves of normalized load
versus displacement ratio for different initial angles of flare are
presented in Figure 6.4, The normalized least upper bound decreases
from 0.58 to 0.35 as the initial angle of flare increases from O to 45
degrees. The displacement ratio associated with the normalized least
upper bound also decreases with increasing initial angle of flare.

Hodge [l1l1) and Gordon and McCrum [12] performed uniform
displacement limit load analyses of a flat square plats with a central
circular hole of varying size, without any cracks., With a cutout zatio
(e/b) of 40 percent, Hodge predicts an upper bound of 0.53 and a lower
bound of 0.41, and Gordon and McCrum predict an upper bound of 0.50 and
a lower bound of 0,47, The author’s analysis describes a least upper
bound of 0.58 for such & case. A satructure will only fail in the
assumed mode involving crack propagation if it does not first fail at a
lower applied load according to a different mechanism.

Although the author'’s approach is analytically correct, it does not
provido any indication of the effect of an initial crack, It is not
reasonable that structures will be unaffected by the presence of
cracks, regardless of material proportiul.» It seems likely that the
least upper bound is too "loose," and that the displacement field needs
to be improved. Further upper bound limit load analysis of fractures
could be conducted using a displacement field which specifically

incorporates thinning in front of thes crack tip, different u and v
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displacement fields, and wvarious hole and crack sizes. Crack
propagation is promoted by a displacement f£ield which produces a
combination of strain and triaxial stress in front of the crack., A
fracture criterion could then ba assumed in the form of crack growth per

unit thinning or displacement across the crack tip.

6.6 Crack Propagation from a Circular Hola

Crack propagation from a centrally leocated circular hole in a thin
shell is a very complsx problem. A J-based approach does not seem
appropriate, Atkins’ incremental plastic flow analysis can not be
readily applied, and a limit load analysis doss not provide significant

1llumination of the problem. Further research is required in the field

of fully plastic crack propagation.
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Figure 6.1: The three modes of loading which lead to crack growth [40)
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Figure 6.2: Axial splitting of ductile metal tube [47)
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7. EXPERIMENTS AND DISCUSSION

7.1 Intreduction

An internal airblast produces a variety of damage modes examined in
this paper. The combined structural effects of damage, which coneist
primarily of holing, dishing and tearing, have not been previously
studied, A small program of experimentation, consisting of crushing
seven different specimens, was therefore developed to gain qualitative

insights into the interaction of various damage modes.

7.2 gCumulative Structural Effect of Damage

By considering the individual damage effects as a whole it is
possible to paint a picture of the residual strength of structural
plating within a ship’'s compartment after an internal explosion.
Plastic limit load analysis of a flat plate indicates that ultimate
strength decreases in proportion to increasing Thole size,
Elastic-plastic buckling and post-buckling analysis indicates that
ultimate strength is little affected by hole size until the holing
reaches half the plate width, and is essentially equal to the peak load
defined by the offogtive width concept. The dishing of a flat plate by
an explosive loading 1is rciatcd to impulse and plate geometry and
material properties. An extension of the concept of small initial
imperfections to a dished plate suggests that the ultimate ltrcnggﬁ is
reduced by roughly 10 percent from that of a flat plate. Finally, the
extensional collapse mode analysis indicates that the mean crushing load
of shipboard structural plating is roughly 0.1 of the tensile yield

load. Although the mean crushing load decreases with increasing hole
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size, it is suggested that it is relatively unaffected by the extent of
initial dishing. Fully plastic crack propagation has been examined, but
its limiting affect.can not be precisely described, Warship design
incorporates the use of ductile structural plating and crack arrestors
to negate the effect of initial cracks upon residual strength.
Disregarding the potential effect of crack propagation, the
theoretical combined effect of damage is shown in Figure 7.1 for
shipboard structural plating with a length-to-thickness ratio of 250,
Ultimate strength is described by the elastic-plastic out-of-plane
failure mode presented in Chapter 3, The plastic in-plane failure mode,
presented in Chapter 2, does not limit the peak load. Large-scale
dishing, on the order of 5 to 10 plate thicknesses from explosive
impulse, only reduces the ultimate load of an unperforated plate by 10
percent. Following peak load, the mean crushing load ranges from 0.06
to 0,13 for an unperforated plate, as presented in Chapter 5. Both
ultimate and mean crushing strength are little affected by small holes
(less than half the width). While the cumulative effect of damage can
significantly reduce the residual strength of structural plating, the
plating retains roughly 40 to 50 percent of its orlginal strength. The
residual strength, even with extensive damage, is improved by support
members which continue to provide clamped edge boundary conditions to
structurel plating. The compliance of the ship tends to restrict
extensive crushing and provides support to the plating to allow it to

continue to support normal service loads.

7.3 [Experimental Method

Although not an exhaustive study, the experimentation was designed
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to examine the impacts of different failure modes of damaged structure,
and validate the analysis summarized in Chapter 7.2. The theoretical
analysis is concerned with the case of an initially flat square plate.
The simplest way to perform a uniaxial compressive loading of the plate
was to construct a symmetrical box with four square side plates and two
stiffened end plates, This arrangement produced a "natural" boundary
condition at the side plate edges which maintained their right angle
relationship during initial yielding, but did ppt prevent out-of-plane
deformations. The side plates were essentially clamped at top and bottom
and simply supported at the unloaded edges.

A baselins "undamaged" specimen was built of four undeflected side
plates. Two basic specimen types wers diaigned to reflect different
possible modes of lateral deflection produced by the airblast, as shown
in Figure 7.2. 1In order to model the diffarent possible modes of
dishing (lateral deflection) from the initial undamaged condition, edge
pleces were cut slightly larger and bent to shape such that the base
dimensions and height of each specimen maintained the initisl
dimensions. Type A .podimsnl represent an "Accordion bulge" which has
caused the edges of the plate to deflect along with the center. Type B
Specimens represent a "Basketball bulge" which has not deflected the
edges of the plate. Due to pgeometrical éonltrlintl of the supplied
metal, Type A specimens were built with a peak deflection-to-thickness
ratio of only 3.9, while the Type B specimens were built with a peak
deflection-to-thickness ratio of 12.9. Three specimens were built of
each type, with a central circular hole on all faces.

The specimens were built of 1/16 inch thick mild steel (ASTM A-515

grade 70) plates welded together by the TIG method. The standard ASTM
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characteristics for this steel are presented in Table 7.1. The U.S.
Navy uses ASTM A-515 grade 70 steel in construction of Navy boiler drums
and headers. During fracture mechanics tests performed by the Navy,
this carbon steel underwent substantial non-linear deformation followed
by cleavage. It is in fracture mode transition at room temperature
(48]). The U.S. Navy has recently adopted HSLA-80 (ASTM A-710 grade
A-class 1 is typical) steel for use as structural plating in the hull
and superstructure of warships. The standard ASTM characteristics for
this micro-alloyed, £fine-grain, low-carbon steel (as rolled and
precipitation heat trsated) are also presented in Table 7.1.

Table 7.1: Tensile properties of ASTM A-515 grade 70 mild steel
and ASTM-710 grade A-class 1 low-carbon steel [49)

A-515 mild steel

Composition (%) €<0,27 , Mg 0.79-1.30
P<0.035 , 8<0.04
S’ 0013'0045
aur.,Ultimnto Tensile Strength 70-90 ksi [485-620MPa)
o, Yield Strength 38 ksi [260 MPa]
Maximum Thickness 8 in [200 mm)
A-710 HSLA steel
Composition (%) € <0,07 , Mg 0.40-0,70
P<0.025 , § < 0.025

84 < 0.4 , N4 0,7-1.0
aUTE.UltimatQ Tensile Strength 90 ksi (655 MPa)

o, ,Yield Strength 80-85 ksi (550-585 MPa)
Maximum Thickness 3/4 In (20 mm)

Hardness testing (Rockwell 30T) of the as-rolled specimen material

yielded Knoop numbers ranging from 112 to 120 kg/mmz. Empirical

analysis of these values indicated that the specimen material is scfter




than that specified by ASTM characteristics. Since accurate tests of
the yleld strength were not conducted, however, the tensile yield load
PY for the specimens was calculated with the specified yleld strength
value of 38 ksi.

The initial undeflected square plate had dimensions of 5.5 by 5.5
inches (140 by 140mm), for a length-to-thickness ratio of 90. A
warship’s structural plating has a length-to-thickness ratio, neglecting
stiffeners, on the order of 200 to 300, Economic and time limitations
dictated the selection of A-515 mild steel for constructing the
specimens, Although this is a good ductile steel to repressnt the
performance of HY-80 and HSLA-80 used in U.S., Navy warships, the
specimens were relatively thicker and softer than actual structural
plating.

A sinmple undamaged specimen was crushsd to serve as a baseline for
comparison purposss. The first set of tests consisted of a specimen of
sach type, labaled Al and Bl respectively, with the lateral deformation
pattern unique to each., Specimens Al and Bl had a 2-1/4 inch (57mm)
central circular hole on all side plates, which represented a cutout
rntio (c/b) of 41 percent. The second set of tests was similar to the
first, but with the addition of a rosette of 8 cracks, 1/2 inech (12.6
mnm) long radiating from each hole, and labelled A2 and 52: The holes in
specimens A2 and B2 wers the same size as in the first set of specimens.
Crack tips were cut with hack-saw blades which had their sides ground
down to ensure good initial notches for crack growth. The third set of
tests was designed to evaluate the effects of changing hole size and
initial crack formation. Specimen A3 had the same hole size as previous

specimens, but was modified with a set of short 1/4 inch (6mm) vertical
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cracks radiating from each hole. Specimen B3 was modified with a larger
central circular hole of 3-3/8 inches (86mm), which represented a cutout
of 61 percent, but had no initial cracks. Table 7.2 presents a
tabulation of the initial conditions of the various specimens. The six

"damaged" specimens represented a variety of initial damage sffects.

Table 7.2: Initial structural condition for all specimens

Specimen Baseline | Type A (Accordion) | Type B (Basketball)
Un-
damaged Al A2 Al Bl B2 B3
W
Dishing () 0 3.9 | 3.9 3.9 | 12.9 | 12.9 | 12.9
Cutout () 0 0.641 [ 0.41 [ 0,41 | 0,41 | 0.41 | 0.61
Starter Cracks
per Plate 0 0 8 2 0 8 0

The specimens were crushed on a Baldwin-Tate-Emery 60,000 psi
machine to determine loed versus displacement characteristics. The
testing apparatus is shown in Figure 7.3, Unlform displacement was
regulated by manual control of hydraulic flow, Load versus displacement
data beyond ultimate load was only recorded by firat unloading and then
reloading slowly until the specimen resumed deflection. The testing
machine had a nominal compliance of 1 inch per 200,000 1b. which was
considered negligible for this experimentation, Loads wers normalized

with respect to the tensile yield load as described by Eq. 2.5:
P =-0o A (7.1)

and displacements were normalized with respect to the original specimen

height. Specimens were crushed to 13 to 50 percent of their original
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length,

7.4 Experimental Results

All specimens exhibited generally similar elastic load-deflection
curves, although ultimate strength and post-buckling behavior wvaried
considerably. The original load-displacement data for all specimen
crush tests is recorded in Apppendix A, All of the specimens
demonstrated linear elastic behavior during the initial loading. Loss
of strength was generally rapid after the peak load was reached. With
continued crushing, however, the strength of each specimen leveled off
and then increased as local folding zones collapsed.

The bassline undamaged lpociﬁnn supported a peak load of 20,600 1lb,
prior to collapsing, for a normalized wultimate lecad of 0,393,
Normalized 1load versus displacement curves for all specimens are
presented in Figures 7.4 and 7.5. The loads were normalized with
respect to the tensile yileld load Py, and the deflections were
normalized with respect to the original baseline dimensions. The first
holad specimens, Al and Bl, supported normalized ultimate loads of 0.247
and 0,275 respectively. The buckling mode which developed in specimen
Bl after the peak load was reached ias shown in Figure 7.6,  The second
set of holed specimens with a rosette of cracks, A2 and B2, supported
normalized ultimate loads of 0,223 and 0,280 respectively. Only
specimen A2 experienced crack propagation. The crack growth occurred
only after the crack tips had been re-notched to eliminate the bluntness
which had developed during the initial loading and after extensive
crushing beyond the peak load. The buckling mode which developed in

Specimen A2 after the pesak load was reached is shown in Figure 7.7. The
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limited crack propagation which developed was primarily Mode III tearing
as shown in Figure 7.8, Specimen A3, with short vertical cracks, only
supported a normalized ultimate load of 0.253, Although pinching
(necking) was observed at the crack tips, specimen A3 experienced no
crack propagation. Specimen B3, with larger circular holes, supported a
normalized ultimats load of 0,248, The only visible weld failure
occurred in specimen B3 during crushing beyond 40 percent of initial
length., Table 7.3 presents a tabulation of the experimental results,

Table 7.3: Ultimate and mean crushing load
exparimental results for all specimans

Specimen Baseline | Type A (Accordion) | Type B (Basketball)
Un-
damaged Al A2 A3 Bl B2 B3

Ultimate Load

(1b.) 20060 12600 11400| 12920 14060 | 14320| 12680

Normalized
Ultimate Load 0.393 0.247| 0,223 0,253 0.275 | 0.280] 0,248

Mean Crushing
Load (1b.) 8700 9700] 9200 9700| 5600 5600| 5600

Normalized

Mean Crush Ld 0.17 0.19 | 0.18 | 0.19 | 0.11 0.11 | 0.11

7.5 Discussion of Resulta

The experimentation gives some insight into the loss of strength
associated with damage. The cumulative analysis of damage effect
failure modes is applied to the specimen side plates and summarized in
Figure 7.9. The experimental results are alsc plotted in Figure 7.9 for

comparison purposes., Out-of-plane buckling caused all of the specimens
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to coliapse at lower loads than the tensile yield load. The effect of
damage can, perhaps, be best ssen by comparing damaged specimen strength
characteristics with the baseline undamaged specimen. Although the
experimentation consisted of just seven specimens, some trends or
observations can be made about each of the different damage effects.

Boundary conditions affect the plate buckling mode and strength
characteristics. Figure 7.10 shows ho. the plate buckling coefficient
K, which is directly related to the plate critical load, is affected by
boundary conditions. The actual boundary conditions imposed upon the
spscimen side plates is illustrated by the clamped loaded edges - C
condition shown in Figure 7.10. The plastic 1limit load and
slastic-plastic analyses presented in Chapters 2 and 3 only examined
simply supported eadgs boundary conditions. The critical buckling curve,
shown in Figures 5.2 and 5.3, 1ﬁdicntu that buckling of slender square
plates of baseline specimen dimensions occurs at roughly 40 percent of
peak load. Although the actual boundary conditions of the specimen
plates should have given the plates greater strength than predicted
analytically, out-of-plane buckling and pesk load for the bassline and
damaged specimens occurred at lower loads.

All experimental results for ultimate and mean crushing load lie
below the analytic solutions, as shown in Figure 7.9. Since the
analytic solution for ultimate strength of an unperforated flat plate is
known to be reliable, it seems likely that the low normalized ultimate
strength for the baseline specimen was produced by using too high a
yield strength value to determine the tensile yield load. Hardness
testing indicated that the specimen material was softer than specified.

A lower yleld strength of 30 ksi brings the normalized experimental
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results into line with the analytic solutions. Since the true yleld
strength is not known, however, it is useful to compare the results of
crushing the damaged specimens with the baseline specimen.

Increased holing clearly reduces residual strength. The behavior
of specimens Bl and B3 during crushing describes the effect of increased
holing. As the cutout ratio increased from 41 to 61 percent, with other
initial damage effects constant, the normalized ultimate load decreased
by roughly seven percent as compared to the baseline. These
experimental results support the relative loss of strength with
increased holing described by the elastic-plastic analysis. This
indicates that although holing clearly reduces strength, it does not
sauss a rapid loss of atxength.

Dishing produces a significant loss of strength. It clearly biases
the buckling mode towards i{ts own shape. The experimentation ignores the
effect of actual thinning, which would be associated with dishing, upon
strength, While the undamaged baseline specimen buckled asymmetrically
(opposite sides folded in or out together), all damaged specimens
buckled symmetrically with outward folds near mid-plate. Although the
Type B specimens retained greater ultimate strength than the Typs A
specimens, their post-buckling mean crushing load was less. It seems
reasonable that the Type B specimens retained greater ultimate strength
becauss their edges were initially straight, while the Type A specimens
vere initially flared out, While the Type A specimens experienced
horizontal folding along the mid-plane as predicted, the initial
deflection (dished) shape of Type B specimens caused the folding zones
to angle out from the central holes away from the mid-plane. In the

post-buckling rangs, dished shape, holing, and slenderness may become
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the dominant defining mean crushing load strength.

A tentative quantitative estimate on the effects of dishing alone
can be made by extrapolation of the experimental results. Assuming a
linear reduction of strength with increased hole size, the peak load
results £rom crushing of specimens Bl and B3 can bs aextrapolated to
determine the loss of strength caused by dishing with no hole. A
specimen with sxtensive initial dishing would thus have suffered a 16
parcent loas of atrength from the baseline undamaged specimen, which is
a slightly greatar loss than predicted analytically. According to the
elastic-plastic analysis, however, the results £from crushing of
specimens Al and Bl essentially represent the loss of strength due to
dishing alone. A specimen with extensive initial dishing, but no
holing, would thus have suffered a 30 o 37 parcent loss of atrength
from the basaline undamaged specimen. The effect of actual thinning of
structural plating during dishing caused by an explosion is considered
negligible. There is unfortunately no way to determine the validity of
this approach, or to apply it to other dished mode shapes, from the
limited experimental data.

Both initial hols size and deflection shaps affect the mean
crushing load. By assuming that the flow strength for A-515 mild steel
equals 63 ksil, from Eq, 5.5 with LA 70 ksi, it is possible to apply
the extensional collapss mode analysis to the test specimens. The upper
and lower bounds from the analysis describe a normalized mean crushing
load ranging from 0,31 to 0.20, and from 0.24 to 0.17 for a specimen
with a cutout ratio of 41 percent, The baseline undamaged specimen had
a normalized mean crushing load of roughly 0,17 during crushing, which

again suggoests that the specimen material was softer than specified.
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The extensioral collapse mode analysis predicts a folding zone width of
1.03 inches for the buseline specimen, from Eq. 5.7, which compares
favorably to the observed width, Although the baseline specimen
experienced repeated asymmetric folding, the damaged specimens
sxperienced only one major folding pattern associated with the initial
dished shape. Type A and B specimens, with a 41 percent cutout ratio,
experienced different mean crushing loads of roughly 0.19 and 0.10
respactively, Significant holing has the effect of allowing
out-of-plane motion of the plating around the hole and thus reducing the
amount of energy absorbed by ertensional deformation of plate sections.
The extensional collapse mode analysis does not describe a significant
loss of mean crushing load with increased hole size until the cutout
ratio exceeds roughly 60 percent, which is supported by the experimental
results (specimen B3 versus Bl). The initial angled folding zonss
assoclated with Type B specimen buckling reduced ths range of folding
(1.e. less than the complete folding presumed by the aextensional
collapse mode analysis), It is suggested that holing and dishing
combined ggn reduce the mean crushing load by roughlvy one-third as the
dissipation of work becomes essentially quasi-inextensional deformation
of h;nga lines.

Fracture .1| a vpotentially serious problam in any damaged
structure, but was ngt a significant determining factor ‘in the residual
strangth of the damaged spacimens. The initial starter cuts sesmed to
have little effect upon strength, possibly because the fine cuts did not
have any necking in front of the crack-tip as would have been present in
natural fully plastic fracture, The presence of starter cracks had png

consistent effact upon ultimate strength., The limited crack propagation
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in specimen A2 was caused by tearing associated with complete folding

and subsequent contact of buckles produced by extensive crushing. The

mean crushing strength of the specimens was little affected by the
presence of starter cuts. The thinning in front of the crack-tips

'.i indicate that transverse tensile strains were present, but insufficient
to promote crack propagation,

A ship's structural plating is relatively thinner and harder than

iil the specimen side plates, and may experience quasi-static fracture more
easily than the specimens did during testing. Fully plastic fracture in
complex structures can not be described by current analytic techniques.

5‘: Warship design, however, incorporates the use ductile materiala to

inhibit fracture, and stringers to serve as crack arrestors which 1limit

any crack propagation.

It is difficult to determine the comparative effects of damage §
between holing, dishing and cracking. The range of experimentation only |
covered two different damaged mode shapes, two hole sizes, and two crack
patterns, as described in Table 7.2, Although further experimentation
is required to quantify the individual and cumulative damage effects, it

is possible to apply the lessons learned from this research.

L 7.6 Residual Strength of a Warship After an Internal Explosion

; The DDG-51 Arleigh Burke Class destroyer is one of the U.S. Navy'’s
. most modern warships. The most demanding 1loading any ship
generally experiences is located at its mid-section due to hogging and
sagging conditions produced by the ocean. The DDG-51 is designed for a
P;?* maximum hogging moment of 176,953 ft-tons and a maximum sagging moment

of 87,883 ft-tons (50). The maximum compressive loading condition of
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4.2 tom/inz on the midships deck plating occurs during saggi:g.

From a structural standpoint, the worst li£glo antiship missile hit
would be one which produces an internal explosion amidships. An
internal airblast between frames 220 and 254,from a small antiship
missile such as the EXOCET, could easily produce a hole with a cutout
ratio of 50 percent and dighing on the order of 10 plate thicknesses,
In terms of longitudinal strength, the deck plating above the damaged
compartment can roughly be considered a 10 by 10 foot square plate of
3/8 inch thick low-carbon steel. The worst condition sagging produces a
load of 378,000 1b. on the plating, for a normalized load of 0.105.
From the effective width concept, the undamaged structural plating can
support a normalized ultimate load of 0,115, neglecting the positive
effect of support members. Based upon the theorsetical and experimental
analysis presentsd in this paper, the ultimate strength of the damaged
structure would be decreased by roughly 25 percent due to dishing and 5
percent due to holing, for a normalized ultimate load of roughly 0,08,
The normalized mean crushing load, incorporating the effect of holing
but neglecting dishing, would range from roughly 0.07 to 0.04. These
strength characteristics indicate that the plating can pof support
extreme sagging cqnditions prior to ultimate load on its own, but could
probably continue to lupporﬁ normal service loads before and after peak
load. A local failure of the structural plating in one or more
compartments does not mean that the ship will experience global f;ilurc.
The ship’'s support membars and structural compliance would offer

continued support to the plating to prevent local collapse.
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Figure 7.1: Summary of damage effect failure modes for shipboard
structural plating with a length-to-thickness ratio of 250
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Figure 7.2: Specimen types with different simplified dishing (lateral
deflection) modes
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’. Figure 7.3: Photograph of testing apparatus
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Figure 7.6: Photograph of specimen Bl shortly after ultimate load was

reached
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. Figure 7.7: Photograph of specimen A2 shortly after ultimate load was
. reached

Figure 7.8: Photograph of tearing from a starter crack in specimen A2
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8. CONCLUS1ON

Shipboard structural plating gap continue to support normal service
loading even after extensive damage. ‘An internal explosion produces
tearing, holing, and dishing of structural plating. The shipboard
structure and damage effects were simplified in this paper in order to
analyze the individual damage effects and determins how they interact,
A small program of experimentation roughly validated the cumulative
analysis of damage effect failure modes.

Structural collapse 4is a function of mechanical properties,
structural geometry, and collapse mode. (1) The ultimate strength of
structural plating 4is strongly affected by slenderness. (2) The
elastic-plastic analysis accurately describes the ultimate load for
slender plates, and indicates that small holes (cutout ratio less than
50 percent) have little affect. (3) Dishing on the order of 5 to 15
plate thicknesses reduces ultimate strength by roughly 15 to 35 percent.
(4) The buckling mode involves folding as decribed by the extensional
collapse mode analysis. (5) The normalized mean crushing load, which
describes the average compressive strength maintained after the ultimate
load has been reached, is roughly 0.1 for undamaged shipboard structural
plating, and ranges from 0.05 to 0.1 for significantly damaged plating.
(6) Although crack propagation was limited during crushing of the
damaged specimens, fully plastic fracture could be more significant in
shipboard structural plating. Continued reserach is rnquired to further
quantify these conclusions and apply the results to improved ship

designs,
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8.1 Ideas for Continued Reseaxch

This paper has presented the first qualitative theoretical and
empirical analysis of the cumulative effect of damage upon structural
plating. There are many avenues of continued research required to
develop a comprehensive quantitative understanding of damage effects.
Ideas for further research include: (1) determine the effect of ship's
compliance upon plate boundary conditions, (2) determine the effect of
stiffeners upon various damage modes, (3) investiguis rectangular plate
geometries, (4) determine the deflection of supporting members
associated with plate geometries, (5) examine dynamic effects, (6)
examine fully plastic fracture, (7) conduct extensive ecritical
experimentation to determine quantitative relationship between damage
effects, It is important that any testing properly model shipboard
structural geometry (such as b/h) and material characteristics (such as
°¢/E). The author suggests that determining the sffcts of fully plastic

fracture and shipboard structural compliance are particularly important,
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APPERDIX A

l Load Versus Displacement Expeximental Data
fxom Crushing of Ieat Spacimens
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